
For information and sales contact Danmik Power & Construction.
Tel: +27 16 423 2085, Fax: +27 16 423 7872,   

www.danmik.co.za
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WELDERS
SPECIFICATION PETROL & DIESEL POWERED

50 Hz, 3000 RPM, 2 POLE SYNCHRONOUS 220 & 380 VOLT SELF REGULATING ALTERNATORS

MODEL Fuel Starting
Welding duty cycle 
60% & 40%

Strike Voltage Dimensions (LxWxH) Dry weight (kg)

DMPW6000\RC Petrol Recoil 180 & 200 AMP 45 ÷ 60 1125 x 550 x 525 70

DMPW6000\ES Petrol Electric 180 & 200 AMP 45 ÷ 60 1125 x 550 x 525 70

DMDW6000\RC Diesel Recoil 180 & 200 AMP 45 ÷ 60 1125 x 550 x 525 105

DMDW6000\ES Diesel Electric 180 & 200 AMP 45 ÷ 60 1125 x 550 x 525 105

SPECIFICATION PETROL & DIESEL POWERED

MODEL Fuel Starting Volts kvA Engine Cyl. Dimensions (LxWxH) Dry weight (kg)

DMPG2200\RC Petrol/Diesel Recoil 220 2,2 DM160/13L1/170 1 685 x 410 x 450 32

DMPG4200\RC Petrol/Diesel Recoil 220 4,2 DM270/19L1/178 1 760 x 450 x 505 42

DMPG5000\RC Petrol/Diesel Recoil 220 5,0 DM390/2454/186 1 760 x 450 x 510 58

DMPG5000\ES Petrol/Diesel Electric 220 5,0 DM390/2454/186 1 760 x 450 x 510 60

DMPG6000\RC Petrol/Diesel Recoil 220 / 380 6,0 DM390/2454/186 1 760 x 450 x 510 85

DMPG6000\ES Petrol/Diesel Electric 380 / 380 6,0 DM390/2454/186 1 760 x 450 x 510 87

DMDG7000\RC Petrol/Diesel Recoil 220 / 380 7,0 DM390/2454/186 1 685 x 410 x 450 85

DMDG7000\ES Petrol/Diesel Electric 380 / 380 7,0 DM390/2454/186 1 760 x 450 x 505 87

DMDG10000\ES Petrol Electric 220 / 380 10,0 M620/DM3854 2 760 x 450 x 510 100

DMDG12000\ES Petrol Electric 220 / 380 12,0 M620/DM3854 2 760 x 450 x 510 100

DMDG15000\ES Petrol Electric 220 / 380 15,0 DM6114 2 760 x 450 x 510 120

GENERATORS

SILENT GENERATORS
SPECIFICATION DIESEL POWERED 3000RPM

50 Hz, 3000 RPM, 2 POLE SYNCHRONOUS 220 & 380 VOLT SELF REGULATING ALTERNATORS

MODEL Starting Volts kvA Engine Dimensions (LxWxH) Dry weight (kg)

DMDG4200S Recoil/Electric 220, 4,0 / 4,4 DM170 1 1250 x 760 x 740 170

DMDG5000S Recoil/Electric 220, 5,0 / 5,5 DM186 1 1250 x 760 x 740 185

SPECIFICATION PETROL POWERED 3000RPM

50 Hz, 3000 RPM, 2 POLE SYNCHRONOUS 220 & 380 VOLT SELF REGULATING ALTERNATORS

MODEL Starting Volts kvA Engine Dimensions (LxWxH) Dry weight (kg)

DMDG4200S Recoil/Electric 220, 4,0 / 4,4 DM270 1 1250 x 760 x 740 130

DMDG5000S Recoil/Electric 220, 5,0 / 5,5 DM390 1 1250 x 760 x 740 165
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THOMPSON PETROL ENGINES

SPECIFICATION SINGLE CYLINDER ENGINES TWO CYLINDER ENGINES

DM160 DM270 DM390 M620

Engine Type Air-cooled, 4-stroke, OHV, horizontal shaft Air-cooled, 4-stroke, OHV

Displacement (cc) 163 270 389 614

Bore x stroke (mm) 68 x 45 77 x 58 88 x 64 77 x 66

Compression ratio 7.0:1 8.2:1 8:01 8.3:1

Max output (hp/rpm) 5.5/3600 9/3600 13/3600 20/3600

Max torque (kg.m) 1.1/2500 1.95/250 2.7/2500 44.1/2500

Fuel consumption (gram/hp.hour) 230

Ignition system TCI TCI

Starting system Recoil or electrical (optional) Electrical

Air cleaner Dual silent (Semi-dry) Dual silent (Semi-dry)

Oil capacity (L) 0,6 1,1

Fuel capacity (L) 3,6 6 6,5

Noise level (dBA/at 7m) 78 81 84

Dry weight (kg) 14 25 31 42

Dimensions (mm) (LxWxH) 315 x 362 x 335 380 x 430 x 410 405 x 450 x 443 388 x 457 x 452

BRIGGS & STRATTON 
PETROL ENGINES

SPECIFICATION SINGLE CYLINDER ENGINES TWO CYLINDER ENGINES

DM13L1 DM19L1 DM2454 DM3854 DM6114

Engine Type Air-cooled, 4-stroke, OHV, horizontal shaft Air-cooled, 4-stroke, OHV
Air-cooled, 
4-stroke, OHV

Displacement (cc) 205 305 392 627 993

Bore x stroke (mm) 68,3 x 55,9 79.2 x 61.9 89.0 x 63.0 75.5 x 70 85.5 x 86.5

Compression ratio 7.0:1 7.0:1 7.0:1 8.3:1 8.3:1

Max output (hp/rpm) 5.5/3600 7.46/3600 13/3600 21/3600 33/3600

Max torque (kg.m) 1.1/2500 1.1/2500 1.1/2500 44.1/2500 44.1/2500

Fuel consumption (gram/hp.hour) 230

Ignition system TCI TCI

Starting system Recoil or electrical (optional) Electrical

Air cleaner Dual silent (Semi-dry) Dual silent (Semi-dry)

Oil capacity (L) 0,6 0,8 1,4 1,7 2,3

Fuel capacity (L) 3,3 3,6 4,7

Noise level (dBA/at 7m) 78 78 78 81 81

Dry weight (kg) 18,7 25,9 33,2 35 56,8

Dimensions (mm) (LxWxH) 275x391x363 318x421x406 398x463x466 318x410x438 379x496x725

THOMPSON DIESEL ENGINES

SPECIFICATION SINGLE CYLINDER ENGINES

DM170 DM178 DM186

Type Air-cooled, 4-stroke, Vertical shaft

Combustion System Direct Injection

Bore x Stroke (mm) 70 x 55 78 x 62 86 x 70

Displacement (cc) 221 296 406

Engine Speed (rpm) 3000 - 3600 3000 - 3600 3000 - 3600

Maximum output (hp) 3.8 - 4.2 5.4 - 6 8.8 - 10

Continuous output (hp) 3.4 - 3.8 5 - 5.5 7.7 - 9

Crankshaft or Camshaft (Camshaft PTO rpm is 1/2)

Starting System Recoil or Recoil/Electric

Fuel Tank Capacity (L) 2,5 3,5 5,5

Lube Oil Capacity (L) 0,75 1,1 1,65

Dimensions (mm) (LxWxH) 332 x 392 x 416 383 x 421 x 450 417 x 470 x 494

Dry Weight (Recoil) (kg) 27 33 48

Dry Weight (Electric) (kg) 32 38 53

PETROL & DIESEL ENGINES
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Unit 1, Olive Branch Park, C/O  Houtkop & Steel road, Duncanville, Vereeniging.

MISSION
The Danmik guarantee and mission is to provide the finest a�ordable quality products with industry exacting after sales back-up 
and warranty.
VALIDITY
The guarantee starts on the date of delivery to the original retail purchaser. The valid period is one year from that date or 1000 
operating hours for each engine and associated product.
COVERAGE
Our service team will replace or repair, at its option, without charge for the parts or the labour, at a place appointed by Danmik, 
any parts of a Danmik product covered by this guarantee found to be defective in material or workmanship. This GUARANTEE 
does not cover parts a�ects, damaged, or depreciated by misuse, abuse, improper maintenance, neglect, use of unsuitable 
attachments or no genuine parts, ordinary wear, rust or corrosion, inadequate transportation, accident, or service by an unautho-
rized facility. Consumable parts, such as filters, belts, gaskets, packing, fuses, brushes, fuel injection nozzle valve, lubricant, 
protective zinc coat, thermostat and ignition plug, are not covered under this GUARANTEE. All expenses incurred in maintaining 
and replacing them shall fall on the purchaser. Under this guarantee we do not have the obligation to bear any transportation 
fees of any Danmik product to/from the place appointed by Danmik for guarantee service.
EXCLUSION
We hereby state that all other obligations or liabilities, including special or consequential damages or contingent liabilities arising 
out of the failure of any Danmik product to operate properly, are hereby excluded except that warranties mentioned above.
CLAIM PROCEDURE
For any defect covered by this GUARANTEE, contact any authorized Danmik distributor or dealer to obtain the name, address, 
and telephone number of the nearest authorized Service and Repair Facility within thirty (30) days after discovery of such defect.

CLEARWATER 
PUMPS

SPARES

A full range of original spares are available for 
all our models, ensuring hassle free operation.

SPECIFICATION PETROL POWERED

DMP50CWP\RC DMP80CWP\RC DMP100CWP\RC

P
u

m
p

Suction (mm) 50 (2”) 80 (3”) 100 (4”)

Discharge port dia (mm) 50*1 80*1 100*1

Cont. capacity (m3/hr) 22 36 39

Max. capacity (m3/hr) 64 36 96

Max. head (m) 28 25 40

Cont. head (m) 15 13 21

Self-priming time (s/4m) 70 120 180

Max suction head (m) 8 8 8

E
n
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Engine Model DM160 DM160 DM240

Type Air-cooled 4-stroke OHV Inclined Horizontal shaft

Cont. output (hp)/speed 5.5/3600 5.5/3600 8/3600

Displacement (cc) 163 163 242

Fuel tank capacity (L) 3,6 3,6 6

U
n

it Net weight (kg) 25 30 47

Dimensions (mm) (LxWxH) 465 x 395 x 408 530 x 395 x 450 630 x 500 x 555

SPECIFICATION DIESEL POWERED

DMD50CWP\RC DMD80CWP\RC DMD100CWP\RC

P
u

m
p

Suction (mm) 50 (2”) 80 (3”) 100 (4”)

Max. capacity (m3/hr) 36 50 96

Cont. capacity (m3/hr) 22 36 64

Max. head (m) 26 25 31

Cont. head (m) 15 13 16

Engine speed (rpm) 3000 3000 3000

Self-priming time (s/4m) 70 120 180

Max suction head (m) 8 8 8
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Engine Model DM170 DM178 DM186

Cont. output (hp)/speed 3,8 5,5 7,7

Displacement (cc) 211 296 402

Fuel tank capacity (L) 2,5 3,5 5,5

U
n

it Net weight (kg) 38 48 69

Dimensions (mm) (LxWxH) 560 x 460 x 535 665 x 495 x 625 665 x 495 x 625

For information and sales contact Danmik Power & Construction.
Tel: +27 16 423 2085, Fax: +27 16 423 7872,   

www.danmik.co.za
Designed & produced by: Brightline Design    |    www.brightlinedesign.co.za | (084) 429 9119
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